
Code

C4-2

C4-4

C4-8

TC4-

D8

Work 

light LC4

Item

040101A
040101B
040101R

040101BR
040101WR

040101W

040102A
040102B
040102R
040102BR
040102WR
040102W
040103A
040103B
040103R
040103BR
040103WR
040103W
040104
A/R B/A
040104

B/A

040501

Color Voltage

10-30V

10-24V

Max

19W

32W

72W

75W

54W

LedPower

8PCS

3W

LED

16PCS

3W

LED

32PCS

3W

LED

64PCS

3W

LED

16PCS
3W LED

Lens

Reflex

19

26

26

43

Steady

Flash
Pattern Length

9"

19"

36"

36"

19"

4 core cable:
Red(+),
Black(-),

Yellow(Flash Pattern),
Withe(null).

4 core cable:
Red(+),
Black(-),

Yellow(Flash Pattern),
Withe(ON/OFF).

8 core cable:

Orange(Right arrow)
Blue(Left Arrow)
Yellow(MODE)

Orange and Blue(Split arrow)
Green(AUX)

Red(+),Black(-),Brown(ON/OFF)

8 core cable:

Green(ON/OFF 2),Brown(ON/OFF 1)
White(Take Down),Blue(Right Arrow)

Orange(Left Arrow)

Red(+),Black(-),Yellow(Flash Pattern)

Work Light
2 Core cable Red(+),Black(-)

MountFunction

T-shaped 

Screws or Bracket

Bracket mount

SAE-10-W-1

ECE R65 XB1 00 0035

ECE R65 XA1 00 0036

ECE R10 04 12754

C4-2

Work light LC4

C4-8

Certificate

●  Use the Super bright reflex Lens C4 modules

●  Small size and fully waterproof design, Only 1 inch thick

●  The T-shaped Bolt Mount And Standard Screw Mount Optional

●  Internal self-contained electronics

●  Bulit-in 26 selectabe flash patterns

●  A variety of sizes optional

●  Unique design of shrapnel,Easy to maintenance

●  Aluminum enclosure, to ensure good cooling effect

● 12/24 VDC

Easy to change color
and modules

Led Warning Bars

040101 040102 040103
040104 040501

C4-S
SERIES

911 Signal Technology Inc.

Email:sales@911signal.com

Website:www.911signal.com


