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 C4 DASH LIGHT

INSTALLATION INSTRUCTIONS

Installation 

Flash Patterns 

• Use the Super bright reflex Lens C4 modules.

• Small size and fully waterproof design, Only 1 inch thick.

• The T-shaped Bolt Mount And Standard Screw Mount 
Optional.

• Internal self-contained electronics.

• Bulit-in 26 selectable flash patterns.

•  A variety of sizes optional.

• Unique design of shrapnel, Easy to maintenance.

•  Aluminum enclosure, to ensure good cooling effect.

• 10-33 VDC 

Wiring

Warning: Don’t look directly into the LEDs, while in operation. May cause momentary blind ness and/or eye damage.

Side block optional

If choose the side block MB, you can use the T-screw
to Installation the light bar at the bottom.

Side block: MA Side block: MB

If choose the side block MA, You can directly use the 
side block 2 to install the light bar by screws.

Unique shrapnel

2 side of shrapnel 0. Signal R/L
1. Double R/L
2. Quad R/L
3. Quint R/L
4. Mega R/L
5. Ultra R/L
6. Single-quad R/L
7. Single H/L
8. Single ALL
9. Double ALL
10. Quad ALL
11. Quint ALL
12. Mega ALL

13. Ultra ALL
14. Single-quad ALL
15. Single H/L ALL
16. Steady 2 (califonia)
17. Steady 4 ALL
18. Whirl R
19. Whirl L
20. Whirl R/L
21. Single split H
22. Single split in/out
23. Single split H in/out
24. Single split
25. random

T

Installed

Disassembly

-screw from the two side sliding into

Red:  To +10-33 VDC 
Black:  To chassis ground 
Yellow:  Pattern Selection 
Green:  AUX
White:  None
Brown:  ON/OFF
Blue:  Left arrow 
Orange:  Right arrow


