911 GIGNAL

Lightbar

(1205mm)

= Easy module replacement

s Modern and compact design

= Full encapsulated for moisture, vibration and corrosion resistance

a Excellent water resistance with waterproof modules and socket connectors

s Hard-coated lenses and aluminum housing minimize environmental damage

s Different lengths to choose from: 26", 36", 48", 59", 71"
= Synchronize to other 911Signal products

R65 R10 SAE CA Title13

ltem Length Color Voltage Max Power LED LENS tgnplgg?g?ugre Flash Pattern Mount

013501 8pcs 6W Smoked

26 " @ DC 10-33V 75W + -30°C- 70°C 28 Magnetic Mount
013511 2pcs 12W | Sjlver-gray
013521 14[2)(25 6\W Smoked

36" @ DC 10-33V 96W + -30°C- 70°C 28 Gutter Mount
013531 2pcs 12W Silver-gray
013541 16[1)(’25 6\W Smoked

48 " o DC 10-33V 120W + -30°C- 70°C 23 Gutter Mount
013551 2pcs 12W Silver-gray
013561 ZDpCS 5\W Smoked

59" O DC 10-33V 144W + -30°C- 70°C 28 Gutter Mount
013571 2pcs 12W Silver-gray
013581 24[2)(25 6\W Smoked

71" . DC 10-33V 170W + -30°C- 70°C 28 Gutter Mount
013591 2pcs 12W | Sjlver-gray
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